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Highlight of Changes in MMPDS-17 

 
Major Changes (not an extensive list)  

Chpt Alloy or 
Fastener Temper Product 

Form Comments New/Revised 

1    Major revision of Section 1.4.12 Fracture 
Toughness 

New & 
Revised 

1    Section 1.4.3.3 Strain Rate Revised 

1    Section 1.4.3.4 Elongation and Reduction in 
Area Revised 

2 MLX17 H950 Bar, 
Forging Buckling note added Revised 

3 2025   Section removed Revised 

3 Multi   Buckling notes added to various 
compression tangent modulus curves Revised 

3 7050 T7451 Plate Addition of shear properties New 

3 7160 T7451 Plate Addition of bearing ultimate properties New 

5 Ti-6Al-4V 
Alpha-
beta 

annealed 
Die Forging Upgrade from S-Basis to A- and B-Basis Revised 

5 Ti-6Al-4V Annealed Bar Update of fatigue correlative information for 
unnotched bar Revised 

7 
Beryllium and 

Beryllium 
alloys 

  Update safe handling sections Revised 

7 Copper and 
Copper alloys   Update Section 7.3 Revised 

9    Guidelines for fracture toughness New & 
Revised 

9    Guidelines for use of extensometers for 
stress-strain curve data Revised 

9    Guidelines for fastener strength table Sunset 
Clause Revised 

 


